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Chain No. b Surface (Width)W Co2
material finish

um mm inch kN Ibf kg/m Ib/ft
c12s 76.2 3 2.47 1.66
C13S O R ESR AW 82.5 31/4 2.62 1.76
c14s » 88.9 31/2 2.64 1.78
C16S Martensitic - 101.6 4 S e 2.76 1.85
c18s Chromium Stainless : 114.3 41/2 : : 3.05 2.05
C20S 127 5 3.34 2.24
C24S Steel 152.4 6 4.20 2.82
C30S 190.5 71/2 5.07 3.40
SS 812-K300 76.2 3 2.46 1.65
SS 812-K325 82.5 31/4 2.60 1.75
SS 812-K330 BREMBIER N 83.8 319/64 2.63 iz
22 g}gjﬁigg Ferritic Chromium 0.6 1&:)81% = 1/2 5.8 1,305 3(7)3 ;gj
SS 812-K450 Stainless Steel 114.3 41/2 3.32 2.23
SS 812-K600 152.4 6 4.18 2.81
SS 812-K750 190.5 71/2 5.04 3.38
Mega 815-K300 76.2 3 2.47 1.66
Mega 815-K325 HETREE4EIR 1.4589 82.5 31/4 2.62 1.76
Mega 815-K330 , 83.8 319/64 2.64 1.78
Mega 815-K350 Special .- 88.9 31/2 o - 2.76 1.85
Mega 815-K400 Chromium—Nickel ’ 101.6 4 ' ’ 3.05 2.05
Mega 815-K450 114.3 41/2 3.34 2.24
Mega 815-K600 Steel 1.4589 152.4 6 4.20 2.82
Mega 815-K750 190.5 71/2 5.07 3.40
SSA 815-K300 76.2 3 2.51 1.70
SSA 815-K325 BAR KB SRR RGN 82.5 31/4 2.65 1.79
SSA 815-K330 N 83.8 319/64 2.68 1.81
SSA 815-K350 Austenitic 0.3 88.9 31/2 56 1 260 2.80 1.89
SSA 815-K400 Chiomium=Nickel : 101.6 4 : ' 3.10 2.09
SSA 815-K450 114.3 41/2 3.39 2.29
SSA 815-K600 Stainless Steel 152.4 6 4.28 2.89
SSA 815-K750 190.5 71/2 5.16 3.48

WA 1. $EIEIEGB/T 4140F0DIN 81534R: Hl i ;
2. E—EERNERE MM AR HERE, WENARNTESS;
3. fEEeEt, BEMEEMNIRERKE#3.048m (10ft) , 11807T;
4. $ERR B A BIFBR A 1.8mm,
Note: 1.These chains are built in accordance with Standard GB/T 4140 and DIN8153.
2.For the plates with a same width, there are 4 kinds of different materials to be available as an option,
using to many different workplaces.
3.When supplied, the standard length of each chain is 3.048m (10ft), totaling 80 links.
4. The gap between plates is 1.8mm.
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