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BN FTnGE  Stainless Steel Sideflexing Flat Top Chain

8810%51 “N” BHMER
8810 Series  “I'1” Type Bevel Shoe
5 41,5(44,5)
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f= Side flex B8
$E= Yield Strength
EEFEREE wE Radius weight
Chain No. by Co2
Surface finish (Width)wW Rmax
material
Hin mm inch kN Ibf mm inch kg/m Ib/ft
SS 8810 -K325 82.5 31/4 2.82 1.89
SREGEERHN
SS 8810 —K350 88.9 31/2 2.95 1.98
Ferritic Chromium 0.6 5.1 1,147
SS 8810 —K450 114.3 41/2 3.48 2.34
Stainless Steel
SS 8810 —K750 190.5 71/2 4.96 3.38
490 197/24
Mega 8810-K325  4%3k4k585R 1.4589 825 31/4 283  1.90
Mega 8810-K350 Special 88.9 31/2 2.97 1.99
0.3 8 1,800
Mega 8810-K450 Chromium-Nickel 114.3 41/2 3.50 235
Mega 8810-K750 Steel 1.4589 190.5 71/2 4.99 335
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3.HMAWEBESYERE A41.5mm, ELWIERSHEE H44.5mm;
4B —EENERE M AR MR EE, NENARNITESRE. SEEMEA SRR RREZKERENR;
5MEEERT, SEMERIIRAEIREA3.048m (10ft) , 8075,

Note:1.As the underside of plate is welded a 8° inclined “I” Type Bevel Shoe, it can eliminate the trend of lifting and turning over when

the chains are having a curved running in a given track.

2.When the plate and the bevel shoe are together welded, it will produce hot deformation and have a colour change in the welding
heat affective area. To keep a good flatness and appearance of plate, the working surface of the plate that has been welded needs
to be polished by grinding.
3. The width of the track in the curve conveying section is 41.5mm, and the one of the track in the straight conveying section is

44 5mm.

4. For the plates with a same width, there are 2 kinds of different materials to be available as an options, using to many different work
places. The material of bevel shoe is soft Austenitic Chromium-Nickel Stainless Steel.
5. When supplied, the standard length of each chain is 3.048m ( 10ft ) , totaling 80 links.
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